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Recessed light PROLUMEN DL341-3 black round 230V 10W 950Im 60° IP54

240
Product code 18115

Cutting-edge downlight!
Waterproof, recessed, suitable for both indoor and outdoor environments.

The luminaire emits warm white light (3000K) and has a color rendering index (CRI) of 90, preserving the
natural colors of surfaces and objects within the light beam.

Furthermore, the luminaire is equipped with TRIAC technology, enabling dimming functionality for users to
create the desired ambiance in their spaces.

If you haven't found the perfect light fixture from our product range yet, then browse through the
PROLUMEN catalogue as well!
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https://ledhouse.ee/en/catalogues/342-prolumen-luminaires

Correlated colour temperature pure white 4000K

Luminous flux

Luminaire’s efficiency Im79

Warranty

Brand

Supply voltage
Power factor
Output
Maximum output
Lens angle

Cri

Ugr

Sdcm - macadam ellipses

Protection class
Lifespan

LImf tm21
Height
Diameter

Installation opening diameter

In package

In box

Casing colour
Casing material
Shape

Impact resistance
Work environment
Certificates

Eprel

Energy class

950lumens
95Im/W

5 years
PROLUMEN
230V

0.90

10w

1ow

60°

90

19

3

IP54
50000h
L80B10 @25°C 50.000h
51.0mm
102.0mm
90-95mm
1pc

30pcs
black
aluminum
round

IK10
indoor / outdoor use
CE, RoHS
2331256
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http://www.prolumen.ee
https://eprel.ec.europa.eu/screen/product/lightsources/2331256

